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EL.75-VC 

EQUIPO DE TERAPIA DE VACÍO – EL.75-VC 

Equipo para vaccum-terapia de 2 canales para su utilización con unidades de electroterapia. 

Copas de aspiración con cierre automático. 

Ajuste de la depresión y de la frecuencia de succión. 

Auto-ajuste del circuito de vació con apagado automático de la bomba 

Succión de 0-0,6 Bar. 

Frecuencia de 1 a 100 impulsos/minuto. 

Voltaje: 220-240V/50-60Hz. Bajo pedido 110-127V/50-60Hz. 

 

Accesorios incluidos: 

4 ventosas de 60 mm Ø 

8 Esponjas de 60 mm Ø 

2 Cables de salida rojo-blanco 

2 Cables de salida negro-azul 

1 Cable de conexión con Electroterapia 

 

 

 

 

Accesorios opcionales  
Copas vacuum ϕ 30 mm (2)  ACC913  

Copas vacuum ϕ 60 mm (2)  ACC695  

Copas vacuum ϕ 90 mm (2)  ACC914  

Esponjas vacuum Vacuum ϕ 30 mm (4)  ACC915  

Esponjas vacuum Vacuum ϕ 60 mm (4i)  ACC621  

Esponjas vacuum Vacuum ϕ 90 mm (4)  ACC916  

Cable de salida Vacuum (1 pezzo)  ACC696  

Cable de salida Vacuum “corto” (20 cm)  ACC699  

Cable de interconexión para electroterapia (1)  ACC697  

Carro con 3 estantes  ACC604  
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EL.75-VC 

VACUUM THERAPY UNIT – EL.75-VC 

2-channel vacuum therapy unit for use with electro-therapy units. 

Suction caps with automatic fasteners. 

Adjustable lowering and suction frequency. 

Vacuum circuit is self-regulating with automatic pump cut-off. 

Suction power: 0-0.6 Bars. 

Frequency: 1 to 100 impulses/minute. 

Voltage: 220-240V / 50-60Hz. On request 110-127V / 50-60Hz. 

 

Accessories included: 

4 vacuum cups: 60 mm Ø. 

8 sponges: 60 mm Ø 

2 red-white output cables 

2 black-blue output cables 

1 Electrotherapy connection cable 

 

 

 
 

 

 

 

 

 

Optional accessories  
Vacuum cups, ø 30 mm (2 pcs.)  ACC913  

Vacuum cups, ø 60 mm (2 pcs.)  ACC695  

Vacuum cups, ø 90 mm (2 pcs.)  ACC914  

Vacuum sponges, ø 30 mm (4 pcs.)  ACC915  

Vacuum sponges, ø 60 mm (4 pcs.)  ACC621  

Vacuum sponges, ø 90 mm (4 pcs.)  ACC916  

Vacuum output cable  ACC696  

Link cable for combined use of vacuum/electrotherapy  ACC699  

Short output cable, 20 cm  ACC697  

3-shelf trolley  ACC604  
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EL.75-VC 

    EL.75-VC 

Main power supply Fuente de alimentación principal 230 Vca, 50-60 Hz ± 10% 

    115 Vca, 50-60 Hz ± 10%* 

Maximum main power absorption 

Máxima potencia de absorción de alimentación 

principal 25 VA 

Risk class (93/42/CEE) Clase de riesgo (93/42 / CEE) IIB 

Treatment time Tiempo de tratamiento Adjustable 

Range di temperature operative Rango de Temperatura operativa ( +10 : + 40) °C 

Depressione realizzabile Depressione realizzabile ( 0 : 0,6 ) bar 

Maximum pulses with full scale 

frequency Pulsos máximos con frecuencia a gran escala 

60 with minimum suction 

intensity 

    

15 with maximum suction 

intensity 

Electric output channels Canales de salida  2 independent 

Weight Peso 6,4 Kg 

Size Tamaño 34 x 11 x 35,5 cm 

 


